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Tenda F300  

Firmware Upgrade and Access Point Configuration Guide  

For your router to be configured as an access point you must firstly download this file to your computer.  

(Note: this firmware removes ‘WISP’ and ‘Universal Repeater’ modes.) 

- Connect your computer directly to the router using an ethernet cable 

- Open a web browser and in the address bar and type in the default IP address of 192.168.0.1 

Enter admin for both username and password and click Login 

 
 

- Navigate to System Tools -> Device Management -> Select a File 

 
 

- Choose tn-f300-us_f300v1.0br_v5.07.53_en_td.bin from wherever you saved it to and click Open  

Then click OK on the next prompt to upload the firmware and wait for the reboot to reach 100%. 

 
 

- After upgrading you must reset to defaults by pressing the WPS button on the router for 10 seconds  

Wait for 60 seconds before logging in again via the web browser on 192.168.0.1 using admin / admin 

 

 

The next section will show you how to configure the Tenda F300’s WiFi settings and also change it to an access point. 

http://www.solwise.co.uk/downloads/files/firmware/tn-f300-us_f300v1.0br_v5.07.53_en_td.bin
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- Firstly, you need to change the SSID (wireless broadcast name), click on the Wireless tab at the top which 

will take you to Wireless Basic Settings, under Primary SSID enter a name of your choice, then click OK. 

 
- To change the WiFi password click on Wireless Security from the menu on the left, leave the Security Mode 

as WPA2 – PSK and change the Security Key to be a password that is at least 8 characters long, click OK. 

 
- To configure as an access point you need to click on DHCP Server and untick Enable DHCP Server then you 

need to go to LAN Settings to give the Tenda F300 an IP Address that is on the network range of your main 

router; as before click OK for both changes.  

You must now use a yellow LAN port on the F300 rather than the blue WAN port to connect to your network. 

           
   


