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(FR) Assurez-vous que TCP/ IP est réglé sur Marche ou Activé. Ouvrez Connexions
réseau et cliquez sur Connexion au réseau local. Sélectionnez TCP/IPv4, puis
cliquez sur le bouton Propriétés.
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@ Use the following IP address:
IP address: 192.168. 1 . 10 A)
Subnet mask: 255.255.255. 0
Default gatenay: - (FR) Pour configurer le PA, ouvrez un navigateur Web et entrez 192.168.1.1
Oblain DNS sever dibess omaticaly dans la barre d'adresse. PUiSjDDUyeZ sur Entrer. ENHSO00EXT
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(FR) Sivotre PC est déja sur un réseau, assurez-vous que vous avez configuré
une adresse IP statique dans l'interface. (Par exemple: 192168110 et le
masque de sous-réseau 255.255.255.0).
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Montage sur pole du PA Technical Support

Country of Purchase Service Center Service Information
North America Canada rma@engeniuscanada.com
www.engeniuscanada.com Toll Free: (+1) 888 397 2788

Local: (+1) 905 940 8181

www.engeniustech.com Los Angeles, USA  support@engeniustech.com
Toll Free: (+1) 888 735 7888
Local: (+1) 714 432 8668

Central & South America Miami, USA miamisupport@engeniustech.com
es.engeniustech.com Miami: (+1) 305 887 7378

Sao Paulo, Brazil: (+55) 11 3957 0303

pgengeniustech.com DF. Mexico: (+52) 55 1163 8894

Europe Netherlands support@engeniusnetworks.eu
Horizontal Placement www.engeniusnetworks.eu (+31) 408200887
Vertical Placement Africa Dubai, UAE ?umort@emgemus—metom
oll Free:
cIs UAE: 800-EnGenius
) Middle East 800-364-364-87

General: (+971)4 357 5599

Russia
www‘engenius—me‘com

—\

\ ‘!%‘ Asia Singapore www.engeniustech.comsg/e_warranty_form
"" l‘- . techsupport@engeniustech.com.sg
| N.‘I Oceania Toll Free:
,'J www.engeniustech.com.sg Singapore: 1800 364 3648
N N
Others Taiwan, R.0.C technology@senao.com

www.engeniusnetworks.com

Notes

Maximum data rates are based on draft IEEE 802.11ac and/or IEEE 802.11 standards. Actual
throughput and range may vary depending on many factors including environmental conditions,
distance between devices, radio interference in the operating environment, and mix of devices in
the network. Features and specifications subject to change without notice. This device complies
with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device
may not cause harmful interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation. Trademarks and registered trademarks
are the property of their respective owners. For United States of America: Copyright ©2013 EnGenius
Technologies, Inc. All rights reserved.
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