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Application Scenarios

Cafe Grocery

Motel or Economy Hotel Office



WORLD  WIDE  WIRELESS

无 线 网 络 解 决 方 案 专 家

Customer Requirement

Stable wireless coverage for customers

Aesthetic housing to deployment on wall or ceiling

No disconnect when moving in different place 

Advanced wireless security 

Easy to setup and management

Low cost
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Solution Advantage
Centralized Management, More easily

Aesthetic Ceiling Design

Lowest cost AC+AP solution

Industry wireless security(WPA-PSK)

QVLAN supported to establish different Internet 
access right
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Network Topology
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Deployment Scenarios
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What It Does

W300AP is a 300Mbps ceiling fit access point. It works with Access Controller 

CW500 to provide the wireless solution for hotels, resorts, office buildings, campus or 

other environment. Adopt of ceiling design, the W300AP can be mounted on the wall 

or ceiling. Compliant with PoE 802.3af, It can be deployed in areas where power 

outlets are scarce or not available through PoE switch.
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Key Features
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Hardware Spec
AP Type Fit AP

Centralized Management Access Controller CW500

Flash 8M

RAM 32M

Chipset BCM5357C0

Interfaces 1*FE LAN

Antennas 2*3dbi printed antennas

Button 1*Reset 

Power Method 802.3af PoE

Maximum Transmit Power 100mw(20dbm)

LED indicator SYS
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Software Spec
Compliant Standards IEEE 802.11n/g/b

Frequency Range 2.4GHz-2.483GHz

Maximum wireless speed 300Mbps

Wireless Basic Settings

4 SSID
Enable/Disable Wireless Radio
Wireless Client isolation
Transmit Power adjustable
QVLAN
Client number limit

Wireless Security Settings

64/128 WEP
WPA-PSK
WPA2-PSK
WPA&WPA2-PSK

Maximum Concurrent Clients 15

Modulation MIMO-OFDM/OFDM/DSSS

LAN Settings Dynamic IP
VPN Pass-Through PPTP、L2TP
Timing Reboot √
LED on/off √



WORLD  WIDE  WIRELESS

无 线 网 络 解 决 方 案 专 家

Access Controller_CW500 What It Does

Key Features
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What It Does

CW500 is an Access Controller  that provides wireless solution for the cost-

sensitive SMB enterprise like hotel, office, cafe etc. When AP is powered on, It  

automatically discover Fit Aps in the same LAN network.  With CW500, you can 

modify the description of Aps, Switch on/off the AP’s LED, adjust the output power, 

modify the AP’s  security, tag VLAN to SSID, Monitor the online/offline status of Aps 

and clients.CW500 makes it more easily, more convenient for network administrator    
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Key Features
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Hardware Spec
Product Type Access Controller

Flash 16M

RAM 128M

Chipset BCM47081

CPU Frequency 800MHz

Interfaces 5*GE LAN

Button 1*Reset 

Power Supply AC100-240v 50/60Hz

Maximum number of managed AP 128

LED indicator Power, SYS, Act, Link 
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Software Spec
Compliant Standards IEEE 802.3/3u/ab
LAN Settings Static IP
Maximum Number of SSID 4

Alert Settings Desktop Alert
Email Alert

Discover AP automatically √

DHCP Server for APs √

Hide SSID √

Modify AP's description √

Switch on/off AP LED √
QVLAN √
Modify AP clients number limit √
Adjust AP output power √
Upgrade firmware for APs √
Timing reboot AP √
Monitor AP online/offline Status √
Monitor clients online/offline status √
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