t Hotspot Gateway Produ

Download the product manual at:

GIS-K1

@ Buest Interne

Connect the Guest Internet wireless unit as shown in the diagrams. Use ONLY the
power supply shipped with the unit. Any other power supply will cause damage.

Use a laptop computer
to configure the GIS-
K1. Look at the
laptop’s list of wireless
networks for Hot
Spot and connect to
this. Open the browser
and follow the
instructions on the
setup wizard pages.

When the setup
wizard is complete the
GIS-K1 is reset.

After the reset it will
be necessary to return
to the laptop’s wireless
network settings and
look for the name of
the wireless network
that was set on the
GIS-K1 during the
wizard SETUP. Click on
this name to connect
to the GIS-K1

Guests can use any type of computer with
WiFi, such as a laptop, to connect to the
Internet, however some products may
require configuration.

Guests obtain the best connection results
when their laptop computers have a direct
line of sight to the wireless unit. When the
signal has to go through walls then the
communications range will be reduced.

Router

Configuration

computer wireless DSL

WAN Cable

Internet port

Internet

/Setup wizard Network

N

il

Gaest hateroet Solutions

Senas Vot

USE ONLY THE POWER SUPPLY SHIPPED
WITH THE UNIT TO PREVENT DAMAGE

WAN LAN1 to LAN4 reset power

DO NOT DISCONNECT POWER DURING RESET

Reset to Factory Defaults: with the GIS-K1
powered up, use a paperclip to press the reset button
through the hole shown. Hold the reset button down for
10 seconds then release. All parameters will be reset.

12volt power

supply for
110/220volts

ct Setup - Quick Start Guide 1

http://www.guest-internet.com/gateway

First Time Product Configuration

Select the wireless network option of your laptop computer and scan for
networks. The computer will display a list of wireless networks.

Hot Spot

Click on connect, wait until the computer shows connected. Open your
computer browser. Instead of your login page you will see the page shown
below. This page is the SETUP WIZARD.

Look for wireless network name (SSID):

-
@ Setup Wizard - Windo

Gose

i Favorites

hitp://aplo

6 Seivp Wizard

Internet Hotspot Gateway
GIS-R2

Connected to the Internet: YES

@ Guest Internet Solutions

Setup Wizard ¥ ‘ Setup Wizard |

Introduction

Test Intemet access
Configure hotspot
Login page branding
Guest access control

This WIZARD will only appear the first time this unit is booted. The WIZARD allows
you 10 set up the login page displayed to your customers. Please complete the
information that is requested, if you don't want to provide an item of information then
leave the field biank

Status

After the setup process is completed your customers will see your custom login page

each time they access the Internet
System information !

Connected users

Usage reports The steps for the setup process are shown below

Management .
Test Configure Login

gg’;sg —P internet =3 Hot Spot =———Fp  Pag

Manage codes ge
Access Settings Branding

Hotspot availability
Change password
Reboot system

» SETUP
FINISH

Continue to step 1

Advanced Settings ¥
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The setup process has four steps. Follow the instructions to type in the
information requested on each page. Then click on the button to go to the
next page. When the setup process is completed your personalized
wireless Internet service will be ready for your guests to start using. The
setup process is shown overleaf: flip this page over to start the setup
process.

You can return to the setup process at any time to change information.
Connect you laptop computer to the wireless name (SSID) that you have
chosen. Then open your browser and type in the URL:

http://aplogin.com/admin

The username is admin, and the password is admin or a password that
you selected. When the page opens select the option you need in the
menu. See the manual for more information about configuration.

Support@guest-internet.com Copyright © Fire4 Systems Inc., 2014. All rights reserved.



@ Guest Internet Hotspot Gateway Product Setup - Quick Start Guide 2

Download the product manual at:

Step 1: test the Internet access

Your gateway unit must have a connection to the
Internet for the configuration process to be completed. If
you see a green YES then proceed to step 2. If a red NO
then click on the link to diagnose the problem.

You may have to set a ‘fixed IP’. If you are not familiar
with setting a fixed IP then ask a network technician to
provide help with this.

Some DSL and Cable routers have a firewall setting that
prevents the gateway from connecting to the Internet.
You may have to change a setting on the router firewall.

[/ setup Wizsrd - Windows Intemet Explorer

@@‘g@ it/ /aplagin.comcmin wizar
@ Setup Wizard - B
| 1l
% Internet Hotspot Gateway
@ Guest Internet Solutions

T

W Evorites Pagew Safetyv Tooksv @ 22 7

GIS-R2

Connected to the Internet: YES

Setup Wizard 3 [ Setup Wizard ]
Introduction
Test Internet access START Configure Login Guest SETUP
Configure hotspot SETUP > ‘”‘E"“" > st » Sy > femrn > s
Login page branding
Guest access control
Status TEST INTERNET ACCESS: Verify this product can connect to the Internet b

System information
Connected users
Usage reports

Look at the top right hand corner of this page for "Gonnected to the Internet”.

If a green YES is showing in the box above. you can proceed by clicking on the

Management
button below.

Manage codes
Hotspot availability
Change password
Reboot system

If a red NO is showing then you have either not connected this device to the Internet
or there is a problem. Make sure you have connected a CATS ethernet cable with
Internet access to the LAN port, if you have a DSL or cable modem or router, this is
the same cable you would use to connect your computer to the modem. If you have

Advanced setlius ¥ just connected the cable to this device then click o test the connection

If you still see a red NO click to correct the problem

I Continue to step 2

If you still see ared NO

You may need technical help for this step from your network
or DSL provide

This product is set as a "DHCP client”. Check with your DSL. L
or network provider to confirm that the router you have is a

If your provider tells you that devices have to be configured
with a "fixed IP address" then you will need to ask what IP
access you should use. The IP address s four groups of
three digits and will Iook like this example 192.168.90.3. Use
the button on the right to set the IP address you were given
by your DSL or network provider

Set fixed IP

If you are sure that you are using DHCP then click to attempt
1o get an IP address.

Continue to step 2

© Fire4 Systems Inc, 2011, Trademarks, service marks and logos are property of thei respect Terms and conditons

Step 2: configure hotspot settings
Select your time zone, wireless Hotspot name and set your
password. Note your password and keep in a safe place.

[ setup Wizard - Windows Intemet Explore

O R e D' o~

http://www.guest-internet.com/gateway

Step 4: select guest access

If you select unlimited access then your guests will click
on a disclaimer to access the Internet. If you select
controlled access then you will have to generate access
codes for your guests.

7l dh v Pagev Safety+ Tookw @+ & 7

Ui Fovorites | @) Setup Wizsrd

Internet Hotspot Gateway
GIS-K1

Connected to the Internet: YES

@ Guest Internet Solutions

Setup Wizard ¥ Setup Wizard

Introduction
Test Internet access
Configure hotspot

Login page branding
Guest atcess control

s Contigure Login Guest e
START —p m‘m; — otShot —P Page —P Access — SETUP

Settings Branding Contral

CONFIGURE PRODUCT: Set the product operating parameters
status
System information
Connected users
Usage reports
Management
Manage codes
Hotspot availability
Ghange password
Reboot system
Advanced Settings ¥

Name of Hot Spot:
This s the name customers
will see on their computer

Hot Spot|

Time zone:
Defines time displayed for
logins and logouts

USiEastem

Admin password:
Username is always admin
Keep the password safe

Repeat password:

Save setting and continue to step 3

stems Inc, 2011, Trademy e marks and logus are-property

Step 3: login page branding
Your guests will see this information on the login page

Internet Hotspot Gateway

GIS-R2

Connected to the Internet: YES

@ Guest Internet Sulutkiuns

Setup Wizard |

Setup Wizard ¥ [

Introduction

Test Intemet access R Configure Log Guest Sl
i — — — — —
Configure hotspot SETUP "“9"‘ il it E:i - ooy FINISH

Login page branding
Guest access control

LOGIN PAGE BRANDING: Generate the login page used by customers

status

System information
Connected users
Usage reports

Management
Manage codes
Hotspot availability
Change password
Reboot system

Advanced Settings ¥

setlogin page background:

© Conference

Motel

D Coffee bar

Marina

Library

Spnns bar o Resort

Pool area estaurant

Custom background image (Uploaded via Login Settings Page)

A custom bacground image or Iogin page can be sdded via the advanced login setings page after siup

Support@guest-internet.com
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@ Setup Wizard [ -

Internet Hotspot Gateway
GIS-R2

Connected to the Internet: YES

@ Guest Internet Solutions

Setup Wizard ¥ [ Setup Wizard ]
Introduction
TestInternet access START Configure Login Guest sETup
Configure hotspot sep P ""‘"“E‘ i e i iy — e — Fisk

Login page branding
Guest access control
status
System information
Connected users
Usage reports

GUEST ACCESS CONTROL: Choose unlimited or controlled Internet access

Uniimited access requires the user to accept your terms
and conditions. Controlled access requires the user to
enter an access code. You can sell access codes to
customers if you want

Unlimited access
@ Controlled access

Management

Manage codes
Hotspot availability
Change password
Reboot system

Login instructions:

Instructions to be displayed to the customers, eg
Collect free login token from cashier or
Please use our free service

Advanced Settings ¥

Please request a pass code from the harbor master to use  ~
<tnis Hot Spot =

Save setting and finish wizard

Finished, click on reboot to start your hotspot

After reboot wait two minutes then open your browser
to see your login page. If you want to make changes
then login again and click on the setup wizard.

[ Setup Wizard - Windows Intemet Explorer

avorites | @ Setup Wizard

T

Pagev Safetyv Tooksv @v 2

|
Internet Hotspot Gateway ‘

GIS-R2

Connected to the Internet: YES

“ @ Guest Internet Solutions

Setup Wizard

I Setup Wizard ¥
Introduction
Test Intemet access Configure

START SETUP

Configure hotspot SETUP » "“e"‘i‘ > vt > B:m?ﬂg » 'éif‘f,‘j — Fiush
Login page branding
Guestaccess control FINISHED: You are ready to go
status
System information
Connected users
Usage reports

You will need to reboot this device so the changes take affect. If you changed the Hot
Spot name (SSID). you will need to reconnect

Management
Manage codes
Hotspot availabilty
Change password
Reboot system

Advanced Settings ¥
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